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• Variable speed turntable 0-12 RPM
• AC brushless motor drive
• #304 stainless steel construction
• Precision cut stainless steel turntable top
• Adjustable leveling pads
• Weight capacity of 200-lbs
• Turntable height 32” – 39”
• Fully enclosed cabinet with rubber seal which protects 

the VFD drive and gear motor

Designed to accumulate bottles or containers feed from any conveyor or production line allowing an operator 
to pack off as bottles accumulate. 

Reliable way to accumulate bottles

More Details:

Specifications:
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SPECIFICATIONS SS-800AT-SS SS-1200AT-SS SS-1500AT-SS
VOLTAGE 110V / 10 amp 110V / 10 amp 110V / 10 amp

TABLE DIAMETER 32” 48” 60”

SPEED 0-12RPM 0-12RPM 0-12RPM

WEIGHT 240-LBS 300-LBS 390-LBS

FINISH STAINLESS STEEL STAINLESS STEEL STAINLESS STEEL

DIMENSIONS 34” X 33” X 36” 46” X 48” X 37” 60” X 60” X 37”

Easily adjust to different bottle 
diameters from ½” up to 4”. Simply 

loosen 2 bolts and slide the adjustment 
plate in or out for different bottle width 

in seconds

Level transition plate fits next to 
existing conveyor to facilitate easy 

transition from one conveyor to another
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